
Suitable for solar installations from 
2.4kWp up to 9.0kWp (DC)

y Discreet and lightweight 
Compact and stylish with whisper 
quiet operation

y Enhanced generation
Low start-up voltage generates 
power in low light conditions

y Simple installation
Solar powered set-up without 
mains connection

y Smart control
Generation monitoring and 
optional export limitation

y Safe and reliable
Arc Fault Protection (AFCI) and 
factory fitted DC isolator switch

y 10 year warranty

y UK technical and design support

Data sheet

Solar Inverter
3.0 to 6.0kW Dual String Single Phase

MACSI3000DAFCI | MACSI3600DAFCI |  MACSI5000DAFCI | MACSI6000DAFCI 
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Tell me more
Call 01283 722588 
Email info@marley.co.uk
Or visit marley.co.uk/solar

Marley, Lichfield Road, Branston, Burton upon Trent, DE14 3HD

Specification

MACSI3000DAFCI MACSI3600DAFCI MACSI5000DAFCI MACSI6000DAFCI

OUTPUT

Nominal Output Power W 3,000 3,600 5,000 6,000

Nominal Output Apparent Power VA 3,000 3,600 5,000 6,000

Max. AC Active Power W 3,300 3,600 5,500 6,600

Max. AC Apparent Power VA 3,300 3,600 5,500 6,600

Nominal Output Voltage V 220/230/240 220/230/240 220/230/240 220/230/240

Nominal AC Grid Frequency Hz 50/60 50/60 50/60 50/60

Max. Output Current A 14.4 16.0 24.0 28.8

Power Factor ~1 (adjustable from 0.8 leading to 0.8 lagging)

Max. Total Harmonic Distortion <3% <3% <3% <3%

INPUT

Max. Input Power W 4,500 5,400 7,500 9,000

Max. Input Voltage V 600 600 600 600

MPPT Operating Voltage Range V 40~560 40~560 40~560 40~560

Start-up Voltage V 50 50 50 50

Nominal Input Voltage V 360 360 360 360

Max. Input Current per MPPT A 16 16 16 16

Max. Short Circuit Current per MPPT A 23 23 23 23

Number of MPPT Trackers 2 2 2 2

Number of Strings per MPPT 1 1 1 1

EFFICIENCY

Max. Efficiency 97.9% 97.9% 97.9% 97.9%

European Efficiency 97.0% 97.0% 97.3% 97.4%

PROTECTION

PV Insulation Resistance Detection Integrated

Residual Current Monitoring Integrated

Anti-Islanding Protection Integrated

AC Overcurrent Protection Integrated

AC Short Circuit Protection Integrated

AC Overvoltage Protection Integrated

DC Switch Integrated

DC Surge Protection Type III (Type II Optional)

AC Surge Protection Type III (Type II Optional)

AFCI (Arc Fault Circuit Interrupt) Integrated

Emergency Power Off Option

Remote Shutdown Option

GENERAL

Operating Temperature range  °C -25 to +60

Relative Humidity 0 to 100%

Max. Operating Altitude m 4,000

Cooling Method Natural Convection

User Interface LED, LCD, WLAN and App

Communication WiFi or LAN

Weight kg 12.8, 13.4 (CSI6000)

Dimensions (WxHxD) mm 350 x 410 x 143

Noise Emission dB <25

Topology Non-isolated

Standby Power Consumption W <1

Ingress Protection (IP) Rating IP66

DC Connector MC4 (4-6mm2)

AC Connector plug and play connector 
(max 6mm2)

Set-up Power Source AC or Solar DC

Not to be reproduced either wholly or in part without the 
express written permission of Marley Ltd. Marley has a policy 
of continuous improvement and reserves the right to alter the 
specifications without notice. Marley has made every effort to 
ensure the accuracy of information but does not accept liability 
for any errors or omission.


